Government Creek Crown Spacing Monitoring Data Spring 2003

UT-024-2823-RA43 & RAGS

Site #1 Site #2 Site #3 Site #4 Site #5 Site #6 Site #7 Site #8 Site #9 Site #10
4434351.64917 N 4433923.61166 N 4434169.89908 N 4433379.30346 N 4433088.26121 N 4433055.18823 N 4432863.36493 N 4432400.34317 N 4432367.27018 N 4432010.08197 N
358468.03216 E 359969.62714 E 361052.68926 E 358950.89771 E 360875.74532 E 359314.70052 E 360081.99373 E 359116.26262 E 360088.60833 E 360888.97452 E
Pre Post Pre Post Pre Post Pre Post Pre Post Pre Post Pre Post Pre Post Pre Post Pre Post
1 6 23 7 51 7 18 13 17 6 17 1 18 10 11 20 8 8
7 6 31 9 54 15 23 17 25 14 18 2 30 15 28 22 9 10
7 9 40 13 65 19 30 19 42 15 20 7 31 19 33 23 16 25
7 10 46 15 69 22 33 20 42 17 36 12 32 20 42 27 24 29
9 12 47 15 74 22 39 20 48 18 38 14 33 24 43 29 26 32
9 14 56 19| 100 22 47 25 48 23 39 16 40 25 44 30 30 33
13 15 57 22| 100 24 48 26 53 28 51 19 41 33 47 34 30 33
13 22 61 22| 100 25 54 32 54 33 55 22 49 36 50 36 32 37
15 25 69 24| 100 25 64 33 64 33 56 24 49 37 55 37 32 42
17 26 74 25| 100 28 71 33 73 36 67 24 60 39 63 42 35 43
* All measurements in feet
Site Averages:
9.80| *** 1450 50.40] 17.10] 81.30] 20.90] 42.70] 23.80| 46.60] 22.30] 39.70] 14.10] 38.30] 25.80] 41.60] 30.00] ** | 24.20] 29.20|

Project Pre-treatment Average:
Project Post-treatment Average:

20.34

46.23

Kk

The treatment did not occur within 100 feet of monitoring site #1 and site #9 due to limitations/constraints that arose during implementation.
The pre-treatment data for site #1 and site #9 is shown for reference, but is not included in the calculations.

Canopy Spacing Monitoring Procedures
* Measure the distance in feet from the canopy of the site tree to the canopy of the 10 closest trees with a 100 foot tape measure.




