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TOWNSHIP 42 SOUTH, RANGE 16 WEST, SALT LAKE MERIDIAN, UTaH.
The following field notes are those of the dependent resurvey of a portion

of the subdivisional lines, and the subdivision of section 26, in T. 42 S.,
R. 16 W., Salt Lake Meridian, Utah.

HISTORY OF SURVEYS

Surveyed by Retr. or Resurveyed by
SOUTH BOUNDARY
Portion J. Gorlinsgki 1870
All W. Jenkins & J.A. West 1897 W. Jenkins & J.A. West 1897
All M.H. Dalley 1900
Portion G.B. Hatch 1968
Portion R.K. Baugh 1982

EAST BOUNDARY (Pine Valley Guide Meridian)

Portion J. Gorlinski 1870

Portion T.C. Bailey 1877 T.C. Baily 1877
All M.H. Dalley 1900
Portion G.B. Hatch 1968
WEST BOUNDARY

Portion J. Gorlinski 1870

All M.H. Dalley 1900 M.H. Dalley 1900
All Winwood & Chamberlin 1909
All G.B. Hatch 1968
Portion R.A. Zaninovich 1990
Portion L.V. Judd 2005-06
NORTH BOUNDARY

Portion J. Gorlinski 1870

Portion J. Bausman 1870

All M.H. Dalley 1900
All R. Gentry 1912
All G.B. Hatch 1968
SUBDIVISION

Portion J. Gorlinski 1870

All M.H. Dalley 1900 M.H. Dalley 1900
Portion G.B. Hatch 1968
Portion R.A. Zaninovich 1985
Portion M.H. Krohn 1985
Portion L.V. Judd 2001
Portion L.V. Judd 2005-06
Portion R.K. Baugh 2007
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TOWNSHIP 42 SOUTH, RANGE 16 WEST, SALT LAKE MERIDIAN, UTaH.

The survey was executed in accordance with the specifications set forth in
the Manual of Surveying Instructions, 1973, and the Special Instructions
for Group No. 1133, dated December 11, 2009

The direction of the lines was determined by references to true meridian,
established by Global Positioning System (GPS) utilizing Real-Time
Kinematic (RTK) techniques throughout the survey. The positional accuracy
of this survey complies with the Standards and Guidelines for Cadastral
Surveys Using Global Positioning System Methods, dated May 9, 2001,
Version 1.0. Trimble model 5800 GPS receivers were used for field
collection. Cadastral Automated Plat Drafting (CAPD) software was the
primary software utilized for project calculations.

Preliminary to the resurvey, the lines of the prior surveys were retraced
and search was made for all corners and other calls of record. Identified
corners were remonumented in their original positions. Lost corners were
reestablished and remonumented at proportionate positions based on the
official record. The retracement data were thoroughly verified and only
the true line field notes are given herein.

Geodetic control was derived from GPS static observations, post processed
by the National Geodetic Survey, Online Positioning User Service (OPUS),
utilizing Continuously Operating Reference Stations (CORS); NVLM AMS WT
FACILITY CORS ARP, ECHO ECHO _BRGN NV1999 CORS ARP, & FRED FREDONIA CORS
ARP.

The geographic position the east 1/4 section corner of section 26, T. 42
S., R. 16 W., as determined by direct RTK methods from the National
Geodetic Survey OPUS solution, is as follows:

Latitude: 37°06’09.733” N.
Longitude: 113°36’18.882” W., N.A.D. 1983,
Network Accuracy = 0.200 meters at 95% confidence level.

The geographic position the 1/4 section corner of sections 26 and 35, T.
42 8., R. 16 W., as determined by direct RTK methods from the National
Geodetic Survey OPUS solution, is as follows:

Latitude: 37°0543.495” N.
Longitude: 113°36751.331” W., N.A.D. 1983,
Network Accuracy = 0.200 meters at 95% confidence level.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LiInes,
TOWNSHIP 42 SoOUTH, RANGE 16 WEST, SALT LAKE MERIDIAN, UTAH.

Dependent Resurvey of a Portion of the Subdivisional Lines,
T. 42 8., R. 16 W., Salt Lake Meridian, Utah.

Reestablishment of the Survey Executed by M.H. Dalley in 1900.

Beginning at the corner of gections 26 and 35 only, T. 42 S., R.
16 W., monumented with an iron post, 2 1/2 ins. diameter, firmly
set, projecting 6 ins. above a mound of stone, 3 1/2 ft. base, 2
ft. high, with brass cap marked as described in the official
record of the 1985 resurvey by M.H. Krohn; with steel fence post
alongside.

Rehabilitate mound of stones, 3 1/2 ft. base, to top of cap.

From this corner, an older barbed wire fence line bears south, 9
links distant, with fence lines extending east and west.

Corner is located on a level bench of a west facing slope among
lava rock boulders.

N. 0°33.5° W. along the east boundary of section 26.

The closing corner of sections 25 and 36 only, T. 42 S., R. 16 W.,
monumented with a Washington County aluminum pipe, 2 1/2 ins.
diameter, firmly set, projecting 18 ins. above ground in a mound
of stone, 3 ft. base, to cap marked “WASHINGTON COUNTY SURVEYOR
1989 25 36 T42S R16W LS 7753". This monument is accepted at a
careful and faithful perpetuation of the original monumentation as
noted on the Washington County Area Reference Plat of section 26
on file in the Washington county surveyor’s office.

Corner is located at the base of a steep west facing slope among
lava rock boulders.

The S 1/16 section corner of section 26 only.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 20 ins.
in the ground, to bedrock, in a mound of stone, 3 1/2 ft. base,
to cap marked:

S1/16
S 26|
2009

Deposit a Deep-1 magnet at base of aluminum post.

From this corner, an older barbed wire fence line bears south, 95
links distant, with fence lines extending east and west.

Corner is located on a steep west facing slope of a mesa, among
large lava rock boulders.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
TOWNSHIP 42 SOUTH, RANGE 16 WEST, SALT LAKE MERIDIAN, UTaH.

The 1/4 section corner of section 26 only, T. 42 S., R. 16 W.,
marked with a “+” chiseled in the south face of a lava rock
boulder, 6 ft. x 4 ft. x 5 ft. high, with “1/4” chiseled
alongside. Due to the location of the corner point on the boulder,
setting a tablet would lead to the destruction of the corner
point. Not remonumented.

Corner is located on a steep west facing slope of a lava rock
mesa.

N. 0°21.5" W., beginning new measurement.

The 1/4 section corner of section 25 only, monumented with a
Washington County aluminum post, 2 1/2 ing. diameter, firmly set,
projecting 6 ins. above ground, with cap marked “WASHINGTON
COUNTY SURVEYOR 1989 1/4 + 25 T42S R16W LS 7753", with a steel
fence post alongside. This monument is accepted at a careful and
faithful perpetuation of the original monumentation as noted on
the Washington County Area Reference Plat of section 26 on file
in the Washington county surveyor’s office.

Corner is located on a steep southeast facing slope among large
rocks and scattered juniper timber.

The true point for the corner of sections 23, 24, 25, and 26,
determined at record distance from and on line between the
reference monument and the 1/4 section corner of sections 23 and
26, established by Lloyd Ried Pope, RLS# 153069, in 1996. Not
monumented.

From which

Reference monument, a brass cap, 2 ins. diameter, firmly set, 4
ins. below grade, marked, “+ RLS 1530697, in a cast iron
monument box, 10 ins. diameter, with 1lid, bears N. 89°14.0’
E., 0.814 chs. distant, as shown on the plat of Shadow
Mountain Subdivision, Phase II, on file in the Washington
county Clerk and Recorders office, dated 07/05/1996. This
reference monument is accepted as a careful and faithful
perpetuation of the original corner position and is located
1.65 chs. north of the intersection of Eclipse Drive and 100
North.

Reestablishment of the Survey Executed by M.H. Krohn in 1985.

From the corner of sections 26 and 35, only.
N. 89°37.7' W., between sections 26 and 35.
The E 1/16 section corner of sections 26 and 35, point falls among

large boulders placed there by adjacent land owner where it is
impossible to establish a permanent monument. Not Monumented.
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DEPENDENT RESURVEY OF A PORTION OF THE SUBDIVISIONAL LINES,
TOWNSHIP 42 SOUTH, RANGE 16 WEST, SALT LAKE MERIDIAN, UTAH.

The 1/4 section corner of sections 26 and 35, monumented with a
brass cap, 3 ins. diameter, flush with the top of a concrete form
6 ins. diameter, which is 2 ins. below grade, in a cast iron
monument box, 10 ins. diameter, marked “T42S R16W + 1/4 26 35 LS
157373 2000”. This monument is accepted as a careful and faithful
perpetuation of the original corner point.

[

Corner is located in a paved N-S drive, 37 lks. wide, within Twin
Ponds Estates.

From the true point for the corner of sections 23, 24, 25, and
26.

S. 89°14.0' W., between sections 23 and 26.

The 1/4 section corner of sections 23 and 26, monumented with a
brass cap, 2 ins. diameter, firmly set, 3 ins. below grade,
marked, “+ RLS 1530697, in a cast iron monument box, 10 ins.
diameter, with 1id, as shown on the plat of Shadow Mountain
Subdivision, Phase II, on file in the Washington county Clerk and
Recorders office, dated 07/05/1996. This monument is accepted as a
careful and faithful perpetuation of the original corner position.

Corner is located at the intersection of West Ridge Drive and the
entrance road to Vista Del Sol retirement community.

From which

Reference monument, a brass cap, 2 ins. diameter, firmly set, 3
ins. below grade, marked, "+ RLS 1530697, in a cast iron
monument box, 10 ins. diameter, with 1id, bears S. 89°40.8°
W., 0.376 chs. distant, located at the intersection of West
Ridge Drive and 100 North.

The Subdivision of Section 26,
T. 42 8., R. 16 W., Salt Lake Meridian, Utah.

From the 1/4 section corner of sections 26 and 35.
N. 0°33.5’ W., on the N-S centerline of section 26.

Point for the center 8 1/16 section corner of section 26. Not
monumented.

Point for the center 1/4 corner of section 26, at intersection
with the E-W centerline. Point falls under a carport, stall #102,
of Willow Run Condominiums, where it is deemed impractical to
establish permanent monumentation. Not monumented.

The 1/4 section corner of sections 23 and 26.

From the 1/4 section corner of section 26 only.
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THE SUBDIVISION OF SECTION 26,

ToOWwNSHIP 42 SOUTH, RANGE 16 WEST, SaLT LAKE MERIDIAN, UTaH.
CHAINS

N. 89°39.9' W., on the E-W centerline of section 26.

20.114 Point for the center E 1/16 section corner of section 26. Not
monumented.

40.229 The point for the center 1/4 section corner of section 26.

80.505 The 1/4 section corner of sections 26 and 27, monumented with a
brass cap, set flush with top of concrete form, 6 ins. diam., set
flush with top of ground, marked, “5-96 LS 157373 T42S R16W 1/4
COR 827]826”, and is accepted as a careful and faithful
determination of the corner position, as noted on the Washington
County Area Reference Plat of section 26 on file in the
Washington county surveyor’s office.

Corner is located in the back yard landscaping of Lot 17 of the
Villas at Green Valley, Amended.

From the point for the E 1/16 section corner of sections 26 and
35.

N. 0°33.5' W., on the N-S centerline the SE 1/4 of section 26.

20.231 Point for the SE 1/16 section corner of section 26, at
intersection with the E-W centerline of the SE 1/4.

Set an aluminum post, 30 ins. long, 2 1/2 ins. diameter, 25 ins.
in the ground, in a mound of stone, 2 1/2 ft. base, to cap
marked:

SE 1/16 S 26
2009

Deposit a Deep-1 magnet at base of aluminum post and a steel
fence post alongside.

From this corner, the centerline of Indian Hills Drive, paved, 61
lks. wide, bears west, 112 links distant, road extends N. 10° E.
and 8. 10° WwW.

Corner is located on disturbed, flat, open ground.

40.463 The point for the center E 1/16 section corner of section 26.

From the S 1/16 section corner of section 26 only.
N. 89°38.8'" W., on the E-W centerline of the SE 1/4 of section 26.
20.116 The SE 1/16 section corner of section 26.

40.232 The point for the center S 1/16 section corner of section 26.
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CERTIFICATE OF SURVEY

I, Dale A. Graff, Cadastral Surveyor, HEREBY CERTIFY upon honor, that in
pursuance of Special Instructions bearing the date of the 118 day of
December, 2009, have dependently resurveyed a portion of the subdivisional
lines, and the subdivision of section 26, in Township 42 South, Range 16
West, of the Salt Lake Meridian, in the State of Utah, which are
represented in the foregoing field notes as having been executed by me and
under my direction; and that said survey has been made in strict conformity
with said Special Instructions, the Manual of Instructions of the Survey of
the Public Lands of the United States, and in specific manner described in
the foregoing field notes.

05 /31 /1 Tz M

Date (Cadastral Surveyor)

CERTIFICATE OF APPROVAL

BUREAU OF LAND MANAGEMENT
Salt Lake City, Utah

The foregoing field notes of the dependent resurvey of a portion of the
subdivisional lines, and the subdivision of section 26, in Township 42
South, Range 16 West, Salt Lake Meridian, Utah, executed by Dale A. Graf¥f,
Cadastral Surveyor, having been critically examined and found correct, are
hereby approved.

:XLN\GL \€3\21C3\\

Date (Chief Cadastral Surveyor for Utah)




